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The purpose of this Technical Bulletin is to make you aware of the 
introduction to the UK & Ireland market of the QuadCore® AWP-S Wall 
Panel. 

QUADCORE® AWP-S WALL PANEL  
150MM - INTRODUCTION
DATE:  JUNE 2023

Direction Orientation Span  
Distance

Fire  
Integrity

Fire  
Insulation

Inside to outside Vertical 6000mm 60 mins 60 mins

Outside to inside Vertical 4000mm 60 mins 64 mins

Inside to outside Horizontal 4000mm 60 mins 60 mins

Dimensions, Weight & Thermal Performance

Convex, Euro-Box, Mini-Micro, Micro-Rib,  
Plank, Tramline and Wave

Core Thickness (mm) 150

U-Value (W/m2K) 0.13

Weight (kg/m2) 18

The QuadCore® insulation used in QuadCore® AWP-S Wall Panel has a 
Thermal Conductivity (λ) of 0.018W/m.K
QuadCore® AWP-S Wall Panel has a Thermal Transmittance (U-Value), 
calculated using the method required by the Building Regulations Part L2 
(England & Wales), Building Standards Section 6 (Scotland), Part L (Republic 
of Ireland) and Part F2 (Northern Ireland).

KS600/900/1000 AWP-S
600mm, 900mm or 1000mm Cover Width

150mm

150mm

Factory applied tape

The QuadCore® AWP-S Wall Panel is a high-performance 
addition to our range of insulated wall panels, with equal 
aesthetics to our traditional QuadCore® AWP-S Wall Panel. 
However, it offers enhanced fire resistance performance, 
without the need for the additional installation/design 
measures of comparable products – such as reduced 
panel spans, joint stitching and/or site applied fire seals. 
Therefore, offering benefits over standard AWP and KS1100CS 
applications. 

This is possible due to:

	�State of the art increased density QuadCore® insulation 
formulation

	High performance joint profile

	Fire resistant factory applied fire/weather seal

This is being introduced to provide our customers with the 
opportunity of an Architectural Wall Panel with enhanced 
fire resistance without the need for any additional work on 
site which slows down installation. It is ideally suited for a 
boundary condition where 60/60 is required in both directions 
as per the below figures.
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Should you have any queries on the above or require 
further information, please do not hesitate to contact the 
undersigned.

Micro-Rib 
KS600/900/1000 

AWP-S MR
Euro-box 

KS600/900/1000 
AWP-S EB

Tramline 
KS600/900/1000 

AWP-S TL
Plank 

KS600/900/1000 
AWP-S PL

Convex 
KS600/900/1000 

AWP-S CX Wave 
KS600/900/1000 

AWP-S WV
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For the product offering in other markets please contact your local sales 
representative or visit www.kingspan.com

Care has been taken to ensure that the contents of this publication are accurate, but 
Kingspan Limited and its subsidiary companies do not accept responsibility for errors 
or for information that is found to be misleading. Suggestions for, or description of, 
the end use or application of products or methods of working are for information only 
and Kingspan Limited and its subsidiaries accept no liability in respect thereof.

Ireland
Kingspan Limited 
Carrickmacross Road 
Kingscourt | Co.Cavan 

T:	 +353 (0) 420969 8500 
www.kingspanpanels.ie

Contact Details


