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Panel Cross Section

Application
Europanel F5 Extra is a secret-fix insulated sandwich wall panel 
used as a building solution where specific fire performance and 
acoustic requirements apply. Whilst supplied with a flat finish 
as standard, it can also be offered with a distinctive V-Groove 
profile. Panels can be installed vertically or horizontally across 
the building façade.

 

Technical Properties
Thickness [mm] 75 100 125 150 175 200 240 300
Weight [kg/m²] 17.2 20.1 23.0 25.8 28.7 31.6 36.2 43.1
U Value [W/m²·K] 0.53 0.41 0.33 0.28 0.24 0.21 0.18 0.14

Weights shown based on nominal internal and external steel thicknesses of 0.5mm and 0.7mm respectively. Alternative specifications are available on 
request.
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Available Lengths
Shorter Lengths (Non-standard) 75-1799 mm
Standard Lengths 1800-12500 mm

Note: Minimum panel length cannot be smaller than ordered panel 
thickness.

Product Tolerances
Dimension Tolerance
Length (3m or Greater, - ) 5 mm
Length (3m or Greater, + ) 5 mm
Length (Less than 3m, - ) 10 mm
Length (Less than 3m, + ) 10 mm
Width ( - ) 2 mm
Width ( + ) 2 mm
Thickness D≤100mm ( - ) 2 mm
Thickness D≤100mm ( + ) 2 mm
Thickness D>100mm ( - ) 2 %
Thickness D>100mm ( + ) 2 %
Deviation from Squareness 0.006 x  w
Deviation from Straightness 
(On Length) 1mm/m, maximum 5 mm/m

Flatness (Distance of 200mm) 0.6 mm
Flatness (Distance of 400mm) 1.0 mm
Flatness (Distance of 700mm) 1.5 mm

Note: Product tolerances to BS EN 14509:2013

Materials
Insulation Core
115kg/m³ density stone wool core 

Coatings - External Weather Sheet

The Europanel Range of external wall panels is available with 
Colorcoat Prisma® in a variety of colours as the standard 
external coating option.

Coatings - Internal Liner Sheet

Tata Steel Colorcoat Prisma®, Tata Steel Colorcoat PE25®, Tata 
Steel Advantica® L Control (FSL), and ArcelorMittal Estetic® 
Standard are all available as internal coating options, with 
the choice dependent upon the end use and environment of 
the building. Please contact our Technical Team for further 

information.

Please note: Tata Steel’s Colorcoat Prisma® Elements coatings 
are not available.

Packing
When it comes to sustainability, we are committed to finding 
means to reduce waste throughout our manufacturing 
processes and, as part of this strategy, we want to ensure that 
it’s clear to our customers exactly what is recyclable when it 
comes to our products’ packaging.

Euroclad Group limited shall be under no liability for any 
contracts entered into or costs incurred as part of the Supplier 
Recycling Schemes.

Thickness
[mm] 75 100 125 150 175 200 240 300

No. of Panels per Pack 12 11 8 7 6 5 4 3

Delivery
All deliveries are by road transport to a project site unless 
otherwise indicated. Unloading is the responsibility of the 
customer.

Sea Freight
Full timber crate packs are available at extra cost for projects 
requiring sea freight delivery. Alternatively steel containers can 
be used. Special loading charges apply.

Warranty
Warranties for up to 25 years are available for our range of 
Eurobond Panels including Europanel, Rockspan, Rainspan, 
Roofspan and Rockspan Roof.

To apply for a product warranty/guarantee please complete the 
form using this link.

Products across our portfolio are covered* by our 
comprehensive product warranties and guarantees, this 
includes a warranty of up to 30 years on our range of built up 
and panel systems. We also offer up to 40 years guarantee for 
pre-finished steel products through the exclusively from Tata 
Steel.

*Terms & Conditions apply - for information see our sample 
product guarantees and warranties listed on the right-hand 
side of this web page.

Fire Performance
Reaction to Fire
Europanel F5 Extra offers Euroclass A2-s1, d0 classification for Reaction to Fire when tested in accordance with BS EN 13501-1:2018.

Fire Resistance
Europanel F5 Extra offers a fire resistance performance of either 2 hours or 3 hours Insulation and Integrity (to BS EN 1364-1:2015) 
depending on thicknesses and orientation. Specific performances should be verified by our Technical Team on a project-by-project 
basis, to the correct standards.

https://www.eurocladgroup.com/gb/en/contact-us/
https://zfrmz.eu/FYH4Np7T34gFQ2w5PgYu
https://www.eurocladgroup.com/gb/en/knowledge-article/product-warranties/
https://www.eurocladgroup.com/gb/en/contact-us/
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Office
Euroclad Group Limited
Severnside House
St Mellons Business Park
Cardiff, UK
CF3 0YY
 
T: +44 (0) 2922 010101
E: enquiries@eurocladgroup.com
www.eurocladgroup.com

Factory
Euroclad Group Limited
Wentloog Corporate Park
Wentloog Road | Cardiff
United Kingdom | CF3 2ER
 
T: +44 (0) 2922 010101

Please scan the QR code or 
click here for the most up to 
date version of this document.

Care has been taken to ensure that the contents of this publication are accurate, but Euroclad Group Limited and its subsidiary 
companies do not accept responsibility for errors or for information that is found to be misleading. Suggestions for, or description of, 
the end use or application of products or methods of working are for information only and Euroclad Group Limited and its subsidiaries 
accept no liability in respect thereof.

Issue : 04/08/2026
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